I SRH80180 Series
AMERSE Outline Dimension
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FUEHIT  Rated Current J<E7S s

B5 Type KE (L) Total No.of Rings
TP (10A. 15A5(20A) 1555 (50) : 3

SRH80180-6P 88.5 6

SRH80180-12S 88.5 12 12
SRH80180-12P 118.5 12 12
SRH80180-6P/12S 118. 5 6 12 18
SRH80180-24S 118.5 24 24
SRH80180-18P 148. 5 18 18
SRH80180-12P/12S 148.5 12 12 24
SRHB80180-6P/24S 148.5 6 24 30
SRH80180-36S 148.5 36 36
SRH80180-24P 178.5 24 24
SRH80180-18P/12S 178.5 18 12 30
SRH80180-12P/24S 178.5 12 24 36
SRH80180-6P/36S 178.5 6 36 42
SRH80180-48S 178.5 48 48
SRH80180-30P 218.5 30 30
SRH80180-24P/12S 218.5 24 12 36
SRH80180-18P/24S 218.5 18 24 42
SRH80180-12P/36S 218.5 12 36 48
SRH80180-6P/48S 218.5 6 48 54
SRH80180-60S 218.5 60 60
SRH80180-36P 248.5 36 36
SRH80180-30P/12S 248.5 30 12 42
SRH80180-24P/24S 248.5 24 24 48
SRH80180-18P/36S 248.5 18 36 54
SRH80180-12P/48S 248.5 12 48 60
SRH80180-6P/60S 248.5 6 60 66
SRH80180-72S 248.5 72 72
SRH80180-42P 278.5 42 42
SRH80180-36P/12S 278.5 36 12 48
SRH80180-30P/24S 278.5 30 24 54
SRH80180-24P/36S 278.5 24 36 60
SRH80180-18P/48S 278.5 18 48 66
SRH80180-12P/60S 278.5 12 60 72
SRH80180-6P/72S 278.5 6 72 78
SRH80180-84S 278.5 84 84
SRH80180-48P 308. 5 48 48
SRH80180-42P/12S 308.5 42 12 54
SRH80180-36P/24S 308.5 36 24 60
SRH80180-30P/36S 308.5 30 36 66
SRH80180-24P/48S 308. 5 24 48 72
SRH80180-18P/60S 308. 5 18 60 78
SRH80180-12P/72S 308. 5 12 72 84
SRH80180-6P/84S 308.5 6 84 90
SRH80180-96S 308. 5 96 96
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Max 216 channels available on request



A3 ARTEFR Electrical data
¥/l Values

Specification —

HisE HLJE Rated Voltage 380VAC 240VAC/VDC
%2 H Insulation Resistance =1000M Q /500VDC =500M Q /500VDC
AWG1 64538k U B PVCAL 2% AWG224AR R e 4 %%

o .
FLHUE Lead Size AWG16 tin plated, PTFE insulated or PVC AWG22 sliver plated, PTFE insulated

S K Lead Length H##ES00mm  Standard 500mm
#i 2o F Dielectric Strength 500VAC@50Hz, 60s
A HPAA 40 Electrical Noise <0.01Q

PUIBF AR $8F58 Mechanical data

ZH Specification ¥/l Values

EHHE Rated Speed 07500 rpm
TAEIEE Working temperature —20°C - +80°C
TAFIEE Operating Humidity 60%RH EY T  60%RH or higher
Bfildkl Contact Material =AM Precious metals
sefE# kL Housing Material TSR 4R &4 Engineering Plastics or Aluminum
71 B Torque 6477 A0, IN « M, B35 1638110, 03N « M

0. IN*M for -6 version, 0.03N*M increased for every 6rings added

Bii445 2% Protection level P51

WER I S 00K Lead color code

6% 1 2 3 4 5 6 - - - - - =

128% 1 2 3 4 5 6 7 8 9 10 11 12
1 2 3 4 5 6

18 13 14 15 16 17 18 7 8 9 10 11 12

244 1 2 3 4 5 6 7 8 9 10 11 12
13 14 15 16 17 18 19 20 21 22 23 24
1 2 3 4 5 6

308% 13 14 15 16 17 18 179 280 291 ;g ;:13 éi
25 26 27 28 29 30
1 2 3 4 5 6 7 8 9 10 11 12

365 13 14 15 16 17 18 19 20 21 22 23 24
25 26 27 28 29 30 31 32 33 34 55 36
113 124 135 1% 1%?7 168 7 8 9 10 1 12

421 19 20 21 22 23 24
25 26 27 28 29 30 31 39 33 34 a5 36
37 38 39 40 41 42
1 2 5 4 5 6 7 8 9 10 11 12

185 13 14 15 16 17 18 19 20 21 22 23 24
25 26 27 28 29 30 31 3 33 34 35 36
37 38 39 40 41 42 43 44 45 46 47 48

I [ /R T R AT IR A A



